Wayne Basketball Backstops/ MODEL EP-IOO 




PORTABLE • POWER OPERATED 

Model EP-100 is a completely portable but ex- 
tremely stable backstop requiring no connections 
to a wall, floor or ceiling at any time. An official 
type backstop in every respect, the unit is com- 
pletely self-contained with the bank raising and 
lowering electrically to regulation height by 
means of a keyswitch and including limit switch 
controls. 

In a closed position Model EP-100 measures 6'-0" 
wide x 5'-9" high x 8'-9" long (add 2 feet if goal 
is included) . It moves with ease, on self-contained 



retractable rubber casters, to another position or 
to out-of-the-way storage. 

During movement the unit does not require the 
removal of bank, goal, protective covering or 
counterweights . 

Model EP-100 is furnished equipped with a rec- 
tangular Herculite bank, and a standard #HG-26 
goal and net, in addition to protective padding 
and counterweights. The unit operates on 110 
volts and has its own extension cord. 




Front view in its closed position. Note the 
official Herculite bank, protective padding. 



Rear view showing the gearing, power 
detail and padded counterweight. 



Side view illustrating compactness of the 
EP-100 in its closed position. 
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No- RHB-25- RECTANGULAR 

HERCULITE Transparent bank is %" Her- 
culite (tempered glass). Frame is specially 
fabricated aluminum with a Neoprene cushion 
between the glass and frame and mitered corners. 
White border and center target lines are fired 
vitreous enamel. 




NO. FSB-20 - FAN-SHAPED STEEL 

This official bank is constructed of 12 gauge, hot 
rolled steel. Welded reinforcement on back 
insures flat face and good rebound surface. 
Finished in special white non-glare baked 
enamel. 




No. FHB-24 - FAN-SHAPED 

HERCULITE Transparent bank is %" Her- 
culite (tempered glass). Frame is specially 
fabricated aluminum with Neoprene cushion 
between the glass and frame. Border and rec- 
tangular center target are fired vitreous white 
enamel. 



NO. RPB-22- RECTANGULAR 

PLYWOOD A reinforced plywood bank free 
of bolts, screws and other surface obstructions. 
Rebound surface is of finest wood veneer, sanded 
smooth and finished with three coats of special 
white non-glare enamel. 



GOALS 



AUTOMATIC SAFETY HOOK 




Goal illustrated is for rectangular or fan- 
shaped glass banks. Official-size 18" rings of 
%" round cold rolled steel with 12 "no-tie" 
net holders on under side of ring for attach- 
ing net. (Ring is braced for maximum 
strength.) Goals for steel fan-shaped banks 
and rectangular plywood shaped banks have 
a slight variation of the brackets. Goals are 
available for each bank illustrated. 

RPG-23 GOAL for RPB-22 bank • FSG-21 GOAL for FSB-20. 
HG-26 GOAL for ail Glass RHB-25 and FHB-24 banks. 
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ENGAGING 



ENGAGED 



The Wayne automatic safety hook is avail- 
able as an accessory to any Wayne ceiling 
mounted swing up backstop. It is used when 
required by code, or as an added safety fea- 
ture above bleachers. 



Wayne Basketball Backstops I CEILING MOUNTED 





MODEL CF-40 — FORWARD FOLD — CEILING MOUNTED 



A forward-fold design for gymnasium situ- 
ations where the backstop must be moved 
out-of-the-way to accommodate other 
activities. Recommended when the dis- 
tance from the wall to the courtline is 



insufficient to allow the frame to swing 
backward. An enclosed worm gear winch 
raises the complete assembly to the ceiling 
smoothly, with little effort . 
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MODEL CF-41- BACKWARD FOLD — CEILING MOUNTED 



The reverse situation of Model CF-40 at 
top, this model folds backward where sky- 
lights, light fixtures or structural members 



prevent forward movement and where 
space from the wall to the courtline is 
sufficient to accept the backward swingup. 
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MODEL, CF-43-SEMI-FORWARD FOLD — CEILING MOUNTED 

A special design useful where there is limited backspace. Ideal for practice courts if 
Models CF-40 and CF-41 cannot be used. 






MODEL CF-44-SIDE FOLD — CEILING MOUNTED 



A side-fold backstop used where backstop is centered on a folding partition and must 
swing to the side out of the path of the folding partition. 
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MODEL CS-50 «■ STATION ARY — WALL BRACED- CEILING MOUNTED 

A rigid backstop installation recommended for situations where hoisting of a backstop 
is not necessary. Available with either rectangular or fan-shaped bank. 
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MODEL CS-51 —STATIONARY — CEILING-MOUNTED AND BRACED 




mm 



A rigid backstop installation recommended 
when hoisting of the backstop is not neces- 
sary and when a wall is not sufficiently 



close to support the backstop. Can be 
furnished with a rectangular or fan-shaped 
bank as desired. 
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MODEL WM-30 

STATIONARY -WALL 
MOUNTED 

A rigid, economical backstop. 
An ideal main court backstop. 
Mounting must be to an unob- 
structed vertical wall of suffi- 
cient height and strength to 
support the unit. Model WM- 
30 can be installed extended 
up to 12' from the wall. Avail- 
able with a choice of banks. 





MODEL WM-31 -STATIONARY -WALL MOUNTED- WINDOW SPANNING 

A wall mounted official backstop used to span a window or other obstruction 
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WM-33-FOLD UP- WALL MOUNTED 

A strong, rigid, wall mounted backstop. It 
can fold straight back against the wall out 
of the way. The unit requires a high ceil- 
ing at large extensions. Ceiling must be 



the sum of the required extension of the 
backstop plus 12'2". Can be furnished with 
choice of rectangular or fan shaped bank. 





WM-34-SIDE FOLD- WALL MOUNTED 

An inexpensive backstop which folds out of the way manually. Requires no winch. 
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MODEL GT-SO — GATE TYPE-WALL MOUNTED 

A wall supported model recommended for hinge pipe extensions on either side of the 

use where a backstop must span a wall partition. Operated from the gymnasium 

recess without interfering with operation floor and easily swung into position. Not 

of a folding partition. Equipped with pivot available with a glass bank. 

CEILING SUPPORTED -WALL BRACED 





MODEL CF-45 - CEILING SUPPORTED - WALL BRACED 



An official backstop, Model CF-45 is a ceil- 
ing supported, wall braced backstop rec- 
ommended for situations where the dis- 



tance from a wall does not permit use of 
ceiling braced unit. This model swings 
back generally clear of the playing area. 
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MODEL MB-75 

FIELDHOUSE TYPE 

Recommended for installation 
in a fieldhouse where normally 
a ceiling is too high to support 
the backstop. Unit can be dis- 
assembled and moved to an- 
other location for storage. 
Socket remains permanently 
in its concrete footing. 



HEIGHT ADJUSTMENT ASSEMBLY 




MODEL MA-IOO 

ADJUSTABLE HEIGHT 
ASSEMBLY 

This adjustable height feature 
can be applied to any Wayne 
basketball backstop structure. 
It provides a goal elevation ad- 
justment from 8'-0" for small 
children, to a lO'-O" official 
height for regulation play. 
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MODEL OB-90 

SINGLE POST 

A rigid backstop for outdoor 
use when bank extension is not 
required. Backstop is mounted 
on a 3" pipe set in a concrete 
footing. Permanently installed. 
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MODEL OB-91 

DOUBLE POST 

Backstop is mounted on two 
3" ID pipes set in 3-foot-deep 
concrete footings. Backstop can 
be extended. It is rigidly 
braced. Permanently installed. 
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PW-80- 

PORTABLE ELECTRIC 
WINCH OPERATOR 

A compact, heavy-duty unit with 
an extension rod and loop socket 
which engages the hook of the 
standard wall mounted manual 
winch. This unit plugs into a wall 
receptacle and raises and lowers 
any model foldup type backstop 
with ease and efficiency. 
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PW-81 & 82- 

ELECTRIC WINCH 

An integrally mounted Electric 
Winch. This high-torque power 
unit quietly raises and lowers fold- 
up backstops. It is operated by a 
remotely located flush key switch 
which prevents unauthorized use. 
The powerful y 2 HP motor has 
built-in overload protection. PW-81 
operates one backstop. PW-82 oper- 
ates two backstops simultaneously. 



MW-83- 

MANUAL WINCH 

A wall-mounted winch normally 
located 10' up on a wall and oper- 
ated from the gymnasium floor, 
either manually by hand crank or 
by a PW-80 Portable Electric 
Winch Operator. Self-locking in 
any position. Hardened machine 
steel worm and high strength ma- 
chined bronze worm gear for easy 
operation and long service life. 



TYPICAL FITTINGS FOR WAYNE BASKETBALL BACKSTOPS 




DIAGONAL BRACE HINGE 



Hp 



BANK MOUNTING BRACKET 
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TEE FITTING 






WALL MOUNTING BRACKET 



SLIDE ROD BRACKET 



SHEAVE 
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SLIDE BRACKE 





WALL BRACE HINGE 



BEAM CLAMP 



DISTRIBUTED BY: 
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WAYNE IRON WORKS, WAYNE, PENNSYLVANIA 



NOTE: Wayne Iron Works pursues a continuing program of product and design improvement for better equipment. When such improve- 
ments occur, or, when conditions exist over which wo have no control, Wayne Iron Works reserves the right to supply equipment 
considered standard at time of shipment. 

Printed in U.S.A.-20M-663-RAD 
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ASSOCIATION FOR PRESERVATION TECHNOLOGY 

www.apti.org 



For the 



BUILDING TECHNOLOGY HERITAGE LIBRARY 

https://archive.org/details/buildingtechnoloqyheritagelibrary 



From the collection of: 



jgjTulane 

University 



Southeastern Architectural Archive 

Special Collections 

Howard -Tilton Memorial Library 



http://seaa.tulane.edu 
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